




Max. SAE Gross SAE Operating Load SAE Operating Weight SAE Dump Height SAE DUMP REACH

(diesel engine) hp (kW) lbs (kg) lbs (kg) in (mm) (at max. height), in (mm)

L150 38 (28.4) 1,350 (612) 4,500 (2,042) 92.2 (2,341) 19.88 (505)

L160 46 (34.3) 1,600 (726) 5,534 (2,510) 93.3 (2,371) 27.9 (709)

L170 52 (39.3) 1,765 (801) 5,540 (2,513) 93.3 (2,371) 27.9 (709)

L175 60 (45) 2,000 (907) 6,230 (2,826) 95.6 (2,428) 27.7 (703)

L180 74 (55) 2,200 (998) 7,130 (3,234) 101.2 (2,569) 33.1 (840)

L185 82 (61) 2,500 (1,134) 7,135 (3,236) 101.2 (2,569) 33.1 (840)

L190 90 (67) 2,800 (1,270) 7,765 (3,522) 102.8 (2,611) 31.7 (806)





























L150 L160 L170 L175 L180 L185 L190

Boom Cylinders:

Make New Holland 
double acting

New Holland 
double acting

New Holland 
double acting

New Holland 
double acting

New Holland 
double acting

New Holland 
double acting

New Holland 
double acting

Bore and stroke 2.5”x 16.13”
(63.5 x 410 mm)

2.5” x 18.5”
(63.5 x 470 mm)

2.5” x 18.5”
(63.5 x 470 mm)

2.5” x 21.25”
(63.5 x 540 mm)

2.5” x 24.06”
(63.5 x 611 mm)

2.5” x 24.06”
(63.5 x 611 mm)

2.75” x 24.06”
(70 x 611 mm)

Rod size 1.38” (35.1 mm) 1.38” (35.1 mm) 1.38” (35.1 mm) 1.38” (35.1 mm) 1.5” (38.1 mm) 1.5” (38.1 mm) 1.75” (44.5 mm)

Bucket Cylinders:

Make New Holland 
double acting

New Holland 
double acting

New Holland 
double acting

New Holland 
double acting

New Holland 
double acting

New Holland 
double acting

New Holland 
double acting

Bore and stroke 2.5” x 18.125” 
(64 x 460 mm)

2.25” x 17.88” 
(57.2 x 454.2 mm)

2.25” x 17.88” 
(57.2 x 454.2 mm)

2.25” x 17.88” 
(57.2 x 454.2 mm)

2.5” x 17.6” 
(64 x 447 mm)

2.5” x 17.6” 
(64 x 447 mm)

2.5” x 17.6” 
(64 x 447 mm)

Rod size 1.125” (28.6 mm) 1.25” (31.8 mm) 1.25” (31.8 mm) 1.25” (31.8 mm) 1.25” (31.8 mm) 1.25” (31.8 mm) 1.25” (31.8 mm)

Control valve 3-spool open 
center

3-spool open 
center

3-spool open 
center

3-spool open 
center

3-spool open 
center

3-spool open 
center

3-spool open 
center

Filtration 5-micron, spin-on 
fi lter

5-micron, spin-on 
fi lter

5-micron, spin-on 
fi lter

5-micron, spin-on 
fi lter

6-micron, spin-on 
fi lter

6-micron, spin-on 
fi lter

6-micron, spin-on 
fi lter

Hydraulic pump Gear type
11.6 gpm

Gear type
15.1 gpm

Gear type
17.2 gpm

Gear type
17.2 gpm

Gear type 
21.0 gpm

Gear type 
21.0 gpm

Gear type 
21.9 gpm

High fl ow hydraulics (if equipped) NA NA 25.5 gpm 25.5 gpm 35.8 gpm 35.8 gpm 37.3 gpm

Oil reservoir 1.5 gal (5.7 L) 3.9 gal (14.8 L) 3.9 gal (14.8 L) 3.9 gal (14.8 L) 5 gal (18.9 L) 5 gal (18.9 L) 5 gal (18.9 L)

Relief pressure setting 2,500 psi
(172 bar)

2,500 psi
(172 bar)

2,500 psi
(172 bar)

2500 psi
(172 bar)

3,050 psi 
(210 bar)

3,050 psi 
(210 bar)

3,050 psi 
(210 bar)







SUPER BOOM®

SKID STEER LOADERS

L150

Horsepower
Gross 38 hp (28.4 kW)

Operating weight
4,500 lbs (2,042 kg)

Rated operating capacity
1,350 lbs (612 kg)

L160

Horsepower
Gross 46 hp (34.3 kW)

Operating weight
5,534 lbs (2510 kg)

Rated operating capacity
1,600 lbs (726 kg)

L170

Horsepower
Gross 52 hp (39.3 kW)

Operating weight
5,540 lbs (2513 kg)

Rated operating capacity
1,765 lbs (801 kg)

L175

Horsepower
Gross 60 hp (45 kW)

Operating weight
6,230 lbs (2826 kg)

Rated operating capacity
2,000 lbs (907 kg)

L180

Horsepower
Gross 74 hp (55 kW)

Operating weight
7130 lbs ( 3234 kg)

Rated operating capacity
2,200 lbs (998 kg

L185

Horsepower
Gross 82 hp (61 kW)

Operating weight
7135 lbs (3236 kg)

Rated operating capacity
2,500 lbs (1134 kg)

L190

Horsepower
Gross 90 hp (67 kW)

Operating weight
7765 lbs (3522 kg)

Rated operating capacity
2,800 lbs (1270 kg)




